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NOTE: FIXING BOLT 
SPECIFICATION 
CONFORMS TO SA-193 B7

PICTORIAL VIEW
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   DIMENSION TO CENTRE
      OF INLET & OUTLET

   STANDARD BRACKETS 
   ALLOW BOTH FLOOR AND 
   WALL MOUNTING

MODEL No. OUTLET FLOW RATE            
(l/m)

INLET / OUTLET 
CONNECTION 

SIZE
DIMENSION 'A' 

in (mm)
DIMENSION 'B'  

in(mm)
APPROX WEIGHT          

lbs(kg)

NDC-015 1.5 3/8" BSPP 17.6 (447) 6.1 (156) 19.8 (9)

NDC-140 14 3/8" BSPP 17.6 (447) 6.1 (156) 19.8 (9)

NDC-300 30 3/8" BSPP 25.5 (647) 6.1 (156) 29.8 (13.5)

NDC-600 60 3/8" BSPP  47.1(1197) 10.9 (276) 56.2 (25.5)

SPECIFICATION
ISO 8573 - 1: 2001 QUALITY CLASSES Class 2: Water: -70°C (-94°F) PDP

Class 2: Dirt: 1μm | CO2: < 1 ppm
MINIMUM WORKING PRESSURE 58 psig (4 barg)

MAXIMUM WORKING PRESSURE 101 psig (7 barg)

POWER SUPPLY 100 - 240V AC / 50 - 60 Hz

MINIMUM INLET TEMPERATURE 35 F (1.5 C) 

RATED INLET CONDITION 70 F (21 C), 375 ppm CO2
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