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REVISIONS

REV. DESCRIPTION DATE APPROVED

C-00 INITIAL ISSUE 10/06/20
16

C-01 DIMENSION UPDATE 22/06/20
16

C-02 26/10/20
16

C-03 15/02/20
21

C-04 TABLE UPDATE - CONNECTION FLANGE 14/04/20
21

INLET

OUTLET

VIEW SHOWS REMOVABLE CARTRIDGE DESIGN

PRODUCT CODE MAXIMUM FLOW RATE 
scfm (M³/Hr)

INLET | OUTLET 
CONNECTION

DIMENSION 'A' 
mm (INCHES)

DIMENSION 'B' 
mm (INCHES)

APPROX WEIGHT 
lbs (kg)

NVR-0750 750 (1274) 2.5" BSPP / NPT 574.2 (22.6) 382 (14.84) 227 (103)

NVR-1100 1100 (1868) 2.5" BSPP / NPT 742.2 (29.2) 550 (21.45) 313 (142)

NVR-1500 1500 (2549) 2.5" BSPP / NPT 910.2 (35.8) 718 (28.07) 397 (180)

GENERAL NOTES

.     HIGH TENSILE ALUMINIUM POWDER
      PAINTED HOUSING

.     TEST PRESSURE 17.2 barg / 250 psig

.     BURST PRESSURE >60 barg / 870 psig
      (5 x MWP)

.     FEET BRACKETS SUPPLIED

SPECIFICATION:

INLET CONDITIONS

.     PRESSURE: 7 bar / 100 psig
      (MAXIMUM 12 bar / 174 psig)

.     TEMPERATURE: 50 C / 122 F MAXIMUM
      (1 C / 34 F MINIMUM)

INLET AIR QUALITY
(ACCORDING TO ISO 8573.1 QUALITY)

.      DIRT <0.5 micron CLASS 2

.      HUMIDITY -70 C to +3 C / -94 F to +37 F 

.      INLET OIL CHALLENGE 0.05 mg/m³

OUTLET AIR QUALITY

.      FREE FROM ODOURS

.      DIRT <0.5 microns CLASS 2

.      OIL <0.01mg/m³ CLASS 1

USE OF REPLACEMENT CARTRIDGES

.      REPLACE EVERY 1 YEAR OR 8,000 HOURS,
       WHICHEVER OCCURS FIRST

INSTRUMENTATION PORT

INSTRUMENTATION PORT

INSTRUMENTATION PORT INSTRUMENTATION PORT
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THE ORIGINAL OF THIS DRAWING IS COPYRIGHT AND CONTAINS CONFIDENTIAL INFORMATION.
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