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SPECIFICATIONS:
1.0 | HOUSING DESIGN PARAMETERS:
1.1 | RATED FLOW (FREE AIR CAPACITY AT ATMOSPHERIC PRESSURE):
INLET / OUTLET: 1/2" NPT 1.11 | NMV 0025: 2.1 SCFM
2.68in[ 68mm | NMV 0025: 1/4" NPT 1.12 | NMV 0035: 2.9 SCFM
NMV 0035: 3/8" NPT T osi
< UL 260{ 0] T TMAKMONWORKING VAGUUM: L vAGOUH
E . .
<9 A 1.4 | DESIGN TEMP RANGE: MIN:35°F, MAX: 140°F
5 ~ 2.0 | MATERIALS OF CONSTRUCTION:
- 1 2.1 | HOUSING:
2.11] CASTINGS: EP COATED, CAST ALUMINUM WITH POWDER COATED EXTERIOR
2.12| PLASTIC TRIM CAPS: GLASS FILLED NYLON
== 1.5 psi (100 mbar) POP-UP DP IND 2.13| ALL SEALS: 70 DUROMETER, BUNA NITRILE
= 2.2 | ELEMENT:
E 2.21| ENDCAPS: BLACK, GLASS FILLED NYLON
5 £ o(( Mo v IN [ ouT 2.22| SUPPORT CYLINDERS: STAINLESS STEEL
2 = E ' / N 2.23| MEDIAS: GLASS MICROFIBER
[*2]
| E 8 | O-RING 2.24| ENDCAP ADHESIVE: POLYURETHANE
85 : —— == 207-495 2.25| DRAINAGE SOCK: RETICULATED FOAM
(o>}
§ E| S . ‘ 2.26| O-RINGS, 70 DUROMETER, BUNA NITRILE
s 2 ; 3.0 | FILTRATION SPECIFICATIONS:
£l E ! ELEMENT 3.1 [ DOP PARTICLE REMOVAL EFFICIENCY: >99.995% (AS SPECIFIED IN HTM 02-01)
N~ 8 i NMV 0025: E0025MV 3.2 | AIR FLOW DIRECTION THROUGH ELEMENT: OUTSIDE TO IN
g ! NMV 0035: E0035MV 3.3 | PRESSURE LOSS: (CLEAN & DRY): 0.4 PSID
b | 3.4 | PRESSURE LOSS (REPLACE ELEMENT): 1.5 PSID
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3 | PRESSURE CORRECTION FACTORS*:
[Te]
| - 100 ml DRAIN FLASK mbar abs| ATM | 900 | 800 | 700 | 600 | 500 | 400 | 500 mm Hg| 300 | 200
; £ MLE100 et torr| 760 | 675 | 600 | 525 | 450 | 375 | 300 | 260 | 225 | 150
T = LEVEL: inHg| 209 | 266 | 236 | 207 | 17.7 | 148 | 118 | 102 | 89 | 5.9
—] o — STERILIZABLE GLASS ———/ psia| 147 | 13 | 116 [ 102 ] 87 | 73 | 58 3.8 33 | 29
: CORRECTION FACTOR:| 1 | 0.93 | 0.86 | 0.79 | 0.71 | 0.64 | 057 | 053 | 05 | 043
i * MULTIPLY RATED FLOW AT ATMOSPHERIC PRESSURE BY FACTOR CORRESPONDING TO NORMAL
A SECTION A-A OPERATING VACUUM LEVEL
= ELEMENT
CHANGEOUT
CLEARANCE 3RD ANGLE PROJECTION UNLESS OTHERWISE SPECIFIED: NAME: DATE: TITLE: 1
@ G DIMENSIONS ARE IN INCHES DRAWN: RAF 08/27/14 nano F-Senes
v CHECKED:| RAF | 08/27/14
FRACTONAL: MEDICAL VACUUM FILTERS
PROPRIETARY AND CONFIDENTIAL | 16 b ACE DECIMAL = MODEL NMV 0025 & NMV 0035
THE INFORMATION CONTAINED IN THIS THREE PLACE DECIMAL + COMMENTS:
DRAWING IS THE SOLE PROPERTY OF
NANO-PURIFICATION SOLUTIONS. ANY MATERIAL SIze DWG. NO. REV
A REV A 02027718 B | NANO-665-MV | A
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