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SPECIFICATIONS:

1.0 | HOUSING DESIGN PARAMETERS:

1.1 | RATED FLOW (FREE AIR CAPACITY AT ATMOSPHERIC PRESSURE):

1.11 | NMV 0280: 35.3 SCFM

1.12 | NMV 0325: 41.2 SCFM

1.2 | MAXIMUM WORKING PRESSURE: 7 psig

1.3 | MAXIMUM WORKING VACUUM: FULL VACUUM

1.4 | DESIGN TEMP RANGE: MIN:35°F, MAX: 140°F

2.0 | MATERIALS OF CONSTRUCTION:

0-4 psi (0-250 mbar) DP GAUGE 21

HOUSING:

2.11| CASTINGS: EP COATED, CAST ALUMINUM WITH POWDER COATED EXTERIOR

2.12| PLASTIC TRIM CAPS: GLASS FILLED NYLON

2.13| ALL SEALS: 70 DUROMETER, BUNA NITRILE

2.2 | ELEMENT:

OUT 2.21| ENDCAPS: BLACK, GLASS FILLED NYLON

2.22 | SUPPORT CYLINDERS: STAINLESS STEEL

2.23 | MEDIAS: GLASS MICROFIBER

O-RING

S

2-241

2.24 | ENDCAP ADHESIVE: POLYURETHANE

2.25| DRAINAGE SOCK: RETICULATED FOAM

2.26 | O-RINGS, 70 DUROMETER, BUNA NITRILE

3.0 | FILTRATION SPECIFICATIONS:

3.1 | DOP PARTICLE REMOVAL EFFICIENCY: >99.995% (AS SPECIFIED IN HTM 02-01)

3.2 | AR FLOW DIRECTION THROUGH ELEMENT: OUTSIDE TO IN

3.3 | PRESSURE LOSS: (CLEAN & DRY): 0.44 PSID

3.4 | PRESSURE LOSS (REPLACE ELEMENT): 1.5 PSID

ELEMENT
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250 ml DRAIN FLASK
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NMV 0280: E0280MV
NMV 0325: E0325MV

PRESSURE CORRECTION FACTORS*:

mbar abs| ATM | 900 | 800
OPERATING

700 | 600

500

400 | 500 mmHg | 300 | 200

VACUUM torr| 760 | 675 | 600

525 | 450

375

300 260 225 | 150

LEVEL: inHg| 29.9 | 26.6 | 23.6

207 | 17.7

14.8

11.8 10.2 89 | 59

psia| 14.7 | 13 | 116

102 | 8.7

73

5.8 3.8 33 | 29

CORRECTION FACTOR:| 1 0.93 | 0.86

0.79 | 0.7

0.64

0.57 0.53 05 | 043

*MULTIPLY RATED FLOW AT ATMOSPHERIC PRESSURE BY FACTOR CORRESPONDING TO NORMAL

OPERATING VACUUM LEVEL
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