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7 80in{ 198mm] SPECIFICATIONS:
— : INLET / OUTLET 1.0 | HOUSING DESIGN PARAMETERS:
E 5.51in[ 140mm 3"NPT 8.27in[ 210mm]| 1.1 | RATED FLOW (FREE AIR CAPACITY AT ATMOSPHERIC PRESSURE): 156 SCFM
= 1.2 | MAXIMUM WORKING PRESSURE: 7 psig
P A 1.3 | MAXIMUM WORKING VACUUM: FULL VACUUM
o 1.4 | DESIGN TEMP RANGE: MIN:35°F, MAX: 140°F
| 0-4 psi (0-250 mbar) DP GAUGE 2.0 | MATERIALS OF CONSTRUCTION:
| 2.1 | HOUSING:
2.11| CASTINGS: EP COATED, CAST ALUMINUM WITH POWDER COATED EXTERIOR
2.12| PLASTIC TRIM CAPS: GLASS FILLED NYLON
2.13| ALL SEALS: 70 DUROMETER, BUNA NITRILE
IN > OouT 22 | ELEMENT:
E 2.21| ENDCAPS: BLACK, GLASS FILLED NYLON
S \ J O-RING 2.22| SUPPORT CYLINDERS: STAINLESS STEEL
< 2-645 2.23| MEDIAS: GLASS MICROFIBER
N 2.24 | ENDCAP ADHESIVE: POLYURETHANE
2.25| DRAINAGE SOCK: RETICULATED FOAM
2.26| O-RINGS, 70 DUROMETER, BUNA NITRILE
3.0 | FILTRATION SPECIFICATIONS:
3.1 | DOP PARTICLE REMOVAL EFFICIENCY: >99.995% (AS SPECIFIED IN HTM 02-01)
3.2 | AIR FLOW DIRECTION THROUGH ELEMENT: OUTSIDE TO IN
3.3 | PRESSURE LOSS: (CLEAN & DRY): 0.44 PSID
3.4 | PRESSURE LOSS (REPLACE ELEMENT): 1.5 PSID
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PRESSURE CORRECTION FACTORS?:
mbar abs| ATM | 900 | 800 | 700 | 600 | 500 | 400 |[500 mmHg| 300 | 200
OPERATING torr| 760 | 675 | 600 | 525 | 450 | 375 | 300 | 260 | 225 | 150
VACUUM orr
LEVEL: inHg| 20.9 | 266 | 236 | 207 | 17.7 | 148 | 11.8 10.2 89 | 59
psia| 147 | 13 | 116 | 102 | 87 | 73 | 58 3.8 33 | 29
CORRECTION FACTOR:| 1 | 093 | 0.86 | 0.79 | 0.71 | 064 | 057 | 053 05 | 043
* MULTIPLY RATED FLOW AT ATMOSPHERIC PRESSURE BY FACTOR CORRESPONDING TO NORMAL
\ / OPERATING VACUUM LEVEL
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A = MLF250 FRACTIONAL MEDICAL VACUUM FILTER
5| © E 250 ml DRAIN FLASK PROPRIETARY AND CONFIDENTIAL | b ACE DECIMAL  + MODEL NMV 1500
S © THE INFORMATION CONTAINED IN THIS THREE PLACE DECIMAL + COMMENTS:
= '_\ STER'L'ZABLE GLASS DRAWING IS THE SOLE PROPERTY OF
™ NANO-PURIFICATION SOLUTIONS. ANY MATERIAL REVA 02/27/18 SIZE DWG. NO. REV
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